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THIS IS A PRELIMINARY CONCEPT. FIELD VERIFICATION, SITE CONDITION
ASSESSMENTS, ENGINEERING ANALYSIS AND DESIGN ARE NECESSARY PRIOR
TO IMPLEMENTING ANY OF THE RECOMMENDATIONS CONTAINED HEREIN.

30TH AVENUE ACTIVE TRANSPORTATION PLAN REVISED INTERIM DESIGN OPTION
FROM AGATE STREET TO MCVAY HIGHWAY
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SCALE IN FEET

0

TO EUGENE

FINAL DESIGN TO
HILLYARD STREET
TO BE IMPLEMENTED
BY CITY OF EUGENE

ADVANCE WARNING SIGNAGE
(W11-15, W11-15P, W16-9) TO INFORM DRIVERS
OF UPCOMING CROSSWALK

INSTALL RRFB AT OFF-RAMP PATH CROSSING
WITH BIKE AND PEDESTRIAN CROSSING
SIGNAGE (W11-15, W16-7P)

REMOVE EXISTING LANE
MERGE AND REPLACE WITH
EXIT-ONLY LANE FOR
OFF-RAMP AND ONE
THROUGH LANE

FOREST BLVD

PROVIDE PAINT AND FLEX POSTS TO DEFINE NEW
CORNERS AND ENCOURAGE SLOWER MOTOR VEHICLE TURNS

ADD WB LEFT TURN LANE TO ALLOW
VEHICLES TO WAIT FOR APPROPRIATE
CROSSING GAPS

EB BUSES STOP IN LANE. PAINT AND
POST CURB EXTENSION AND BUS
LOADING AREA

AGA
TE S

T

SPRING BLVD

GONYEA ROAD

E 
38

TH
 A

VE

TO LANE COMMUNITY COLLEGE

IMPROVE EXISTING OPENING FOR ACTIVE TRANSPORTATION USERS
AND MAKE SPOT IMPROVEMENTS ALONG PAVED EASEMENT

CONSTRUCT NEW NEW CONCRETE
CORNERS AND CROSSING ISLAND

RECONFIGURE GONYEA ROAD TO
TWO LANE CROSS SECTION TO
ACCOMMODATE CROSSING ISLAND
AND SEPARATED  BIKE LANESOPTIONS FOR DESIGN OF GONYEA INTO CAMPUS INCLUDE:

 1. ONE-WAY PROTECTED BIKE LANE ON EACH SIDE (SHOWN)
2. TWO-WAY PROTECTED BIKE LANE / SHARED USE PATH ON SOUTH SIDE

CONSTRUCTION REQUIRED TO EXPAND ON-RAMP;
FURTHER DESIGN PHASES TO INVESTIGATE
EXPANDING ON NORTH (SHOWN)
OR SOUTH SIDE

POTENTIAL FOR STORMWATER MANAGEMENT
AND WETLAND MITIGATION BY RESTORING
VEGETATED WATERWAY ALONG LANE
COMMUNITY COLLEGE NORTHERN BOUNDARY

INSTALL RAMP SIGNAL

MCVAY HW
Y

INTERSTATE 5

FRANKLIN BLVD

TO I-5

CONSTRUCT ROUNDABOUT TO ADDRESS CRASH
HISTORY AT INTERSECTION. BUS STOP DESIGN TO BE

DETERMINED IN FINAL DESIGN PHASES

FINAL DESIGN  FOR ACTIVE TRANSPORTATION
FACILITIES ON ELDON SCHAFER TO BE

DETERMINED BY LANE COMMUNITY COLLEGE

CITY OF EUGENE TO CONSIDER
A ROUNDABOUT AT AGATE STREET
AND ADDING EAST AND WESTBOUND
BUS STOPS

SHARED USE PATHWAY CONNECTION TO BE
DEVELOPED BETWEEN 30TH AVENUE AND
MCVAY HIGHWAY IN CONSULTATION WITH CITY
OF EUGENE PARKS AND RECREATION AND LANE
COMMUNITY COLLEGE

TO
 S

P
R

IN
G

FI
E

LD

ODOT TO CONSIDER ADDING SIGNAGE
TO BRIDGE UNTIL IT CAN BE WIDENED
TO ACCOMMODATE BIKES AND PEDS

ACCESSING THE BIKE NETWORK
AND OUTDOOR AREAS EAST OF I-5

ELDON SCHAFER RD

FUTURE DESIGN PHASES TO EXPLORE
PASSIVE DETECTION TO ACTIVATE THE
RRFB CROSSINGS VIA SENSORS
OR INDUCTIVE LOOPS

SHARED USE PATH CONNECTION FOR PEOPLE
WALKING AND BICYCLING TO ACCESS TRAILS
AND PARKS NORTH OF THE GONYEA INTERCHANGE
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GENERAL NOTES:

- STREET LIGHTING DESIGN AND FEASIBILITY WILL BE EVALUATED DURING FUTURE
  REFINEMENT PHASES.
- GAPS IN JERSEY BARRIER WILL BE PROVIDED TO ALLOW FOR WILDLIFE CROSSINGS.
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CONCEPT SHOWN TO BE CONSIDERED
IF TIMING OF EUGENE STUDY AND

IMPLEMENTATION EXTENDS BEYOND
LANE COUNTY IMPLEMENTATION

SHOULDER REDUCED TO 3 FEET

INSTALL RRFB AT ON-RAMP
PATH CROSSING WITH BIKE
AND PEDESTRIAN CROSSING
SIGNAGE (W11-15, W16-7P)

ADVANCE WARNING SIGNAGE
(W11-15, W11-15P, W16-9) TO INFORM DRIVERS
OF UPCOMING CROSSWALK

FUTURE DESIGN PHASES TO
IDENTIFY NECESSARY
TREATMENTS, SUCH AS
SPOT SURFACE IMPROVEMENTS
AND LIGHTING

ADD WB LEFT TURN LANE TO ALLOW
VEHICLES TO WAIT FOR APPROPRIATE
CROSSING GAPS
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